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Accessories

Lanzini indicates the luminous flu[ oI the luminaire in the catalogs Zith a tolerance oI ± 10% respect to the indicated value. 7he total W indicates the total poZer absorbed b\ the LED + poZer suppl\ s\stem that does not e[ceed 10% oI the indicated value.

Code Source Power Lm (Output) Lm (Tc=25°) Temperature CRI Beams Colour Control

Installation

Wall and ceiling.

Colour

Dark grey 4

Applications
Churches, Museums, Shop windows, Facades decoration, Fair exhibitions

IK08 LED2,1 Kg

Pole connection A 
Max 4 x R

LKITA00000040001

Fast connector 
IP 2 poles

LKITA00000000017

Fast connector 
IP 3 poles

LKITA00000000003

Cable with connector
Ca. 2m/Co. IP 2 poli
LKITA00000000040
Ca. 2m/Co. IP 3 poli
LKITA00000000041

Ceiling Kit
LKITA00000000060 

Galvanised iron
LKITA00000000061 

Inox

Pole mounting 
LKITA00000000002

42,6250

17
6

R
(Linear)

Product Name

Supply
DriYers incOuGeG anG inteJrateG.
Voltage 230V AC 50Hz.
Temperature -40° +45°

Size (mm)

250 x 176 x 42,6

Decay of the luminous flux

Ű��.��� hr /��%��

L000R40H7LI40050 LED 50 W 5622 lm 8150 lm 4000 K >80 H7 Dark grey -

Technical description

%oG\ in Gie�cast aOuPinuP aOOo\ 81, E1 ���� �/oZ copper content� painteG Zith poO\ester poZGer. 6uppOieG Zith a painteG JaOYaniseG steeO 
EracNet anG JonioPeter in Gie�cast aOuPinuP anG poZGer painteG. 6tainOess steeO screZs $,6, ���.  6iOicone JasNets. 
/ED OiJht source �OuPiOeGs�, coOour tePperature ����� . 1eutraO :hite�.
+iJh coefficient of perforPance chroPatic C5,!��. 2ptic in opticaO PC.

C0 / C180 C90 / C270

180°

0°
30°30°

150°150°

60°

120°

60°

120°

90° 90°

200

300

400

500

Sym. 60°


